
9 505/9 505A Dock ing Station
Don't le ave  your Iridium  conne ction outs ide !

Applie d Sate llite  Engine e ring, a le ade r in th e  s ate llite  com m unication bus ine s s , h as  introduce d a s olution for us ing your 
9 505/9 505A Iridium  s ate llite  ph one  indoors  and outdoors . Jus t dock  your Iridium  ph one  in our unit and you can us e  
s ate llite  com m unications  w ith  s tandard analog ph one  s e ts  or your com pany's  PBX s ys te m . W h e n you ne e d to le ave  th e  
office , jus t undock  your h ands e t and tak e  it w ith  you. Ne ve r be  out of touch  again!

Fe ature s  and Eq uipm e nt
• RJ11 Conne ct. Conne cts  to an analog ph one  (s ingle  or PBX) 

including m ulti-h ands e t w ire le s s  ph one s . Us e  of a cordle s s  
ph one  w ith  e xpandable  h ands e ts  can provide  up to e igh t units  
w ith in a tw o-m ile  range  (unobs tructe d) from  th e  bas e  s tation.

• H ands -Fre e  Conne ct. H e ads e t/m icroph one  jack  offe rs  audio 
e nh ance m e nt circuitry to provide  e xce lle nt q uality.

• Data Port Conne ct. RS232 port for data conne ctions  including 
Inte rne t conne ction w ith  th e  Apollo Em ulator.

• W e b Conne ct.* Re m ote  configuration and m anage m e nt us ing 
Onte c W e b Se rvice s  provide s  unparalle le d e nte rpris e -w ide  
com m unication and data m anage m e nt s e rvice s .

Advance d Fe ature s
• "Sm art Dialing." Th e  Dock ing Station k now s  th e  corre ct form at 

for th e  country th at is  be ing diale d and place s  th e  call once  th e  
num be r is  e nte re d. Sm art Dialing e lim inate s  th e  s upe rfluous  
"00" IDD code  (no m ore  inte rnational dialing s e q ue nce ).

• Sim ple  Ope ration. Th e  Dock ing Station com bine s  cle ar LED 
s tatus  ligh ts  w ith  th e  Iridium  h ands e t's  graph ical dis play for 
s e tup, trouble s h ooting, program m ing, and ope ration.

• Bas e  Station Ringe r. Audible  ringing to ale rt of incom ing calls .
• Ve rs atile  Pow e r Input. 

10– 32VDC input range  
s upports  pow e r s ys te m s  on 
m os t ve h icle s  and ve s s e ls . 
An optional pow e r adapte r 
(ISU-VADAC) allow s  
100– 240VAC, 47– 63 H z  
ope ration.

• Ante nna Options . Can be  
us e d w ith  m any ante nnas , 
including fixe d-m as t, m obile  
fixe d-m ount, and m obile  
m agne tic-m ount m ode ls .

Applie d Sate llite  Engine e ring, Inc.
Scotts dale , Ariz ona  USA

w w w .as e -corp.com  • info@ as e -corp.com

* Support for Onte c W e b Se rvice s  m us t be  factory-
configure d at tim e  of purch as e . Additional data s e rvice  
fe e s  w ill be  incurre d and bille d by your s e rvice  provide r.



Port

RJ11 SLIC

DB-9  Data

2.5 m m  Audio Jack

RJ45 DPL Bus

RJ45 Expans ion I/O

Pow e r Input Jack

Function

Analog ph one , PBX inte rface

RS-232C com pute r inte rface

H ands -fre e  h e ads e t ope ration

Digital h ands e t

(3) 5V logic le ve l inputs , (3) outputs

DC voltage  input

9 505A Dock ing Station Inte rface  Ports

Param e te r

Dim e ns ions

Value

9 .5 x 5.2 x 4.0 inch e s  (LxW xH )

Me ch anical Spe cifications

W e igh t 1.4 lbs

Mounting Standard Be ll w all m ount w ith  
additional s e cure  anch ors

Param e te r

Me as ure m e nt Fre q ue ncy Range

Ope rating Te m pe rature  Range  
(w ith out los s  of function)

Value

1616 MH z  to 1626.5 MH z

– 40°C to + 85°C

Iridium  Ante nna Spe cifications

Re turn Los s  (m inim um ) 9 .5 dB (< 2:1 VSW R)

Gain (w e igh te d ave rage  
m inim um )

0.0 dBic

Minim um  "H oriz on" Gain – 2.0 dBic (82 de gre e  conic 
ave rage )

Nom inal Im pe dance 50

Polariz ation Righ t H and Circular (RH CP)

Bas ic Patte rn Om nidire ctional and 
H e m is ph e rical

Note : Th e  ante nna cable  m us t e ns ure  a los s  of < 3 dB and th e  
m inim um  link  m argin of 12.1 dB m us t be  m aintaine d.

Param e te r

Ope rating Voltage  Range

Pow e r Cons um ption

Value

10– 32VDC unre gulate d

12 w atts  m axim um

Ele ctrical Spe cifications

Param e te r

Expos ure

Ope rating 
Te m pe rature  Range

Value

Dry, prote cte d location pe r IEC 609 45

– 15°C to + 70°C

Environm e ntal Spe cifications




